1 2 3 4 9 6 / 9 10 11 12 13 14 15 16
A
| |
m _|_r _ Termoizolatie atic: m __ __ __ ___ ___ ___ Balustrada metalica de protectie Protectie atic: w
\ polistiren expandat ignifugat 10cm fm—1 \ Sort de tabla
L/ | | / |
d
\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\ +27.50m Et. tehn. - - - +27.50m Et. tehn.
““““““““““““““““““““““““““““““““““““““““ N y - - )
Timplarie PVC cu profile |
m — umimmmBmS_m si geam
g — termoizolant low-e g
m | D Glaf de protectie din
tabla zincata vopsita
in cimp electrostatic,alb —
+27.50m  Et.10 +27.50m  Et.10
\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\ B R ) [N IR A C
@ D — —
+24.75m Et9 +24.75m Et.9 |
““““““““““““““““““““““““““““““““““““““““ N y - - - ‘
+22.00m Et.8 +22.00m Et.8 D
““““““““““““““““““““““““““““““““““““““““ N ‘ - - I
+19.25m Et7 +19.25m Et7
““““““““““““““““““““““““““““““““““““““““ N y - - - _
m Termosistem cu polistiren m g
expandat ignifugat 10 cm grosime
= & = L@ E
+16.50m Et.6 +16.50m Et.6
““““““““““““““““““““““““““““““““““““““““ N y - - I
m —— D ——
+13.75m Et5 +13.75m Et5
““““““““““““““““““““““““““““““““““““““““ N y - - . ___r
@ & - D i
+11.00m Et4 +11.00m Et4
““““““““““““““““““““““““““““““““““““““““ N y - - - ‘
Timplérie PVC cu profile
pentacamerale si geam
m @ g termoizolant low-e = D g g
Termosistem cu polistiren
expandat ignifugat 10 cm grosime
finisaj tencuiala decorativa
+8.25m Et3 +8.25m Et3
““““““““““““““““““““““““““““““““““““““““ N ‘ - - )
- Timplarie PVC cu profile
m D g M_MWQMJNN,M M%M_»M m D g um:»wmwﬂmwﬁ“ﬂ ”,” mom,nﬂ O
in cimp electrostatic,alb [
Glaf de protectie din
tabla zincata vopsita
in cimp electrostatic,alb
+5.50m Et2 +5.50m Et.2
““““““““““““““““““““““““““““““““““““““““ N y "’
m ——
+2.75m Et.1 +2.75m Et.1
““““““““““““““““““““““““““““““““““““““““ N y - - "’
_I_
+0.00m  Parter +0.00m Parter
““““““ o e - Y o y I o e o I | —
Termoizolatie soclu si 30 cm Termoizolatie soclu si 30 cm
sub cota terenului cu polistiren sub cota terenului cu polistiren
extrudat ignifugat de 10 cm grosime extrudat ignifugat de 10 cm grosime
-2.50m Subsol -2.50m Subsol
N r J
K
L
Verificator/
Nume Semnatura | Cerina Referat / Expertiza Nr. / Data
Expert
S.C.HACHIKO DESIGN S.R.L BENEFICIAR: Primaria Sectorului 6 Proect nr.: |—
J 40 /2127 / 2010 25/2011
str. DINU VINTILA nr. 11, et.8,cam 8,sector 2
£t Tl project. Expertza tehnica, AUt energetic, DALIFDTAGHPT+CS¥DE, Faza:
Specificatiel NUME Semnatura | gearg; Verificare si Asistenta tehnica ptlucrarile de reabilitare
v v . — 1:100 termica 273 blocuri, Sector 6, Bucuresti DALI
SITUATIE EXISTENTA SITUATIE PROPUSA
Proiectat [teh. Ana DAVID Data: Titlul plansei: FATADA PRINCIPALA Plansa nr.
Desenat  [teh. Ana DAVID 2011 SITUATIE EXISTENTA / SITUATIE PROPUSA A 07
1 _ 2 _ 3 4 5 6 7 9 10 _ 11 12 13 _ 14 _ 15 _ A1




